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SOHORAID SR4-SB3+
4-Bay 2.5"/3.5" SATA III HDD/SSD Hardware RAID Storage

Features

USB 3.1 Gen 1, eSATA, Hot-Swappable Drive, LCM

1. Multiple host interfaces of Super-speed USB 3.1 Gen 1/eSATA.
2. The SR4-SB3+ is equipped with eight configuration modes to suit 

every need.
• RAID 0, 5 & JBOD.

3. Suitable for PC and Mac user.
4. Removable design, use multiple hard drives flexibly.
5. Setting via LCM with ease!
6. 3mm thick Aluminum housing

The SOHORAID SR4-SB3+ is a four drive 
storage system with JBOD/RAID 5/RAID 0 
storage option for storing contents in large 
scales. Industrially designed with aluminum 
exterior that's built tough and durable for hard 
drive protection of the highest grade.
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A. HDD access light
B. HDD enclosure handle
C. HDD tray key lock
D. LCM display
E. System status light

F. Power status light
G. UP button
H. DOWN button
I. ENTER button
J. ESC button

K. Fan
L. Mute button
M. USB 3.1 Gen 1 

port
N. eSATA port

O. Power switch
P. Power socket
Q. Fan speed switch
R. Anti-theft lock

Technical Specification

Model No. SR4-SB3+/SR4-SB3+B

RAID chip JMS578 + JMB394

Drive Fit 4 x 3.5"/2.5" SATA III HDD/SSD ( up to 6 Gbps )

RAID Level RAID 0, 5, JBOD

Hot-Swap RAID 5

Auto Rebuilding RAID 5

Host Interface USB 3.1 Gen 1 & eSATA Connector

Power Supply AC Input : 100V ~ 240V

HDD Access Indicator LED

Cooling Fan 8cm Fan

Buzzer Alarm Yes

Environment Detector Fan Failure / Overheat

Color Matt Black

Structure Metal Body

Dimensions (WxHxD) 125x168x212 mm

Weight 3.0(kg)

Certifications CE & FCC

Operating System Support Windows, Mac, Linux

Function Control Interface GUI (Windows Only)

Packing Content SR4-SB3+/SR4-SB3+B、USB 3.1 Gen 1 Cable、eSATA Cable、Power Cable、
Handle、Quick Installation Guide、Screws & Keys

Operating temperature Storage 
temperature Relative humidity

* 32° to 104° F (0° to 40° C)
* -4° to 116° F (-20° to 47° C)
* 5% to 95% noncondensing


